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Material Safety Data Sheet VALVE REGULATED BATTERY
Manufacturer's 2009 San Bernardino Road Emergency 626-813-1234
Address: West Covina, CA. 91790 Contact: 800-255-3924 after hours

THE INFORMATION BELOW IS BELIEVED TO BE ACCURATE AND REPRESENTS THE BEST INFORMATION CURRENTLY AVAILABLE TO US.
HOWEVER, WE MAKE NO WARRANTY OF MERCHANTABILITY OR ANY OTHER WARRANTY, EXPRESS OR IMPLIED, WITH RESPECT TO
SUCH INFORMATION, AND WE ASSUME NO LIABILITY RESULTING FROM ITS USE. USERS SHOULD MAKE THEIR OWN INVESTIGATIONS
TO DETERMINE THE SUITABILITY OF THE INFORMATION FOR THEIR PARTICULAR PURPOSES.

SECTION 1 - PRODUCT IDENTIFICATION

PRODUCT NAME: Valve Regulated Lead-acid Battery
COMMON SYNONYMS: VRB, VRLA, SLAB, Recombinant lead/acid: RG, GPL, AGM, PVX, or FD series,
D8565 series

DOT DESCRIPTION: Batteries, wet, non-spillable

TRANSPORTATION INFORMATION: Not subject to DOT regulation per 49 CFR 173.159 (d)

CHEMICAL FAMILY: Lead-acid Storage Battery

FORMULA: Not Applicable

PRODUCT USE: Electric Storage Battery

SECTION 2 - HAZARDOUS INGREDIENTS

COMPONENT CAS NO. HAZARD CATEGORY % ACGIH OSHA

TLV PEL

Lead/Lead Oxide 7439-92-1 Acute/Chronic 60-70% 0.05 mg/m?® 0.05 mg/m?®

Sulfuric Acid 7664-93-9 Acute/Chronic 20-30% 1.0 mg/m? 1.0 mg/m?
Corrosive Oxidizer

Arsenic 7440-38-2 Acute/Chronic <1% 0.01 mg/m?® 0.01 mg/m?®

Calcium 7440-70-2 Reactive <0.15% NA NA

NOTE: Exposure to these materials will not occur under normal conditions of use.
This product description or Trade name contains toxic chemicals subject to the reporting requirements under Section 313 of Title Ill “ The
Superfund Amendment and Reauthorization Act of 1986" and CFR 371 and California Proposition 65.

SECTION 3 - PHYSICAL AND CHEMICAL CHARACTERISTICS

BOILING POINT: NA VAPOR PRESSURE (mm Hg): NA
MELTING POINT: Polypropylene > 320°F. VAPOR DENSITY (Air = 1): NA
SPECIFIC GRAVITY: Lead, approx. 13 % VOLATILE BY VOLUME: None
SOLUBILITY IN WATER: NA REACTIVITY IN WATER: NA
PHYSICAL STATE: Solid unit PH: Not Applicable

APPEARANCE: Battery: Rectangular polypropylene case with metal terminals, may be contained within an outer casing of
aluminum or steel. Lead/lead oxide (internal): Grey metallic solid; brown/grey oxide.

FLASH POINT (CLOSED CUP): Polypropylene case - 675°F

AUTOIGNITION TEMPERATURE: Not Applicable

FLAMMABLE LIMITS IN AIR (% BY VOLUME): LOWER: NA  UPPER: NA

FIRE EXTINGUISHER MEDIA: Halon, dry chemical

SPECIAL FIRE FIGHTING PROCEDURES: Batteries do not burn or burn with difficulty. Extinguish fire with agent suitable for
surrounding combustible materials. Cool exterior of battery if exposed to fire to prevent release of lead compounds and fumes.

UNUSUAL FIRE AND EXPLOSION HAZARDS: None

SECTION 4 - PHYSICAL HAZARDS







